
NK-‐15	  Voltage	  Conversion	  

Dual	  voltage	  design	  allows	  our	  heavy	  duty,	  high	  head	  single phase	  to	  operate	  
at	  110v	  or	  220v.	  The	  following	  explains	  how	  to	  convert	  from	  one	  voltage	  to	  
the	  other.



NK	  Voltage	  Change	  

STEP	  1:	  
Remove	  the	  bolts	  separating	  the	  
motor	  head	  cover	  from	  the	  pump	  
casing.	  

STEP	  2:	  
-‐Gently	  twist	  the	  motor	  head	  cover	  
and	  remove	  the	  cover	  in	  order	  to	  
protect	  the	  contents	  inside.	  

-‐Take	  care	  not	  to	  damage	  the	  
centrifugal	  switch	  and	  its	  wiring.	  
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Sticky Note
when removing head cover, make sure this motor bracket does not come up with the cover.   Damage to the centrifugal switch can occur.   Remove the cable gland, and insert a long screwdriver to hold the bracket down as you remove the cover.



NK	  Voltage	  Change	  

STEP	  3:	  
As	  seen	  in	  the	  photograph,	  there	  is	  a	  small	  
diagram	  that	  shows	  where	  the	  connections	  
should	  be	  positioned	  for	  110V	  or	  220V	  operation.	  

STEP	  4:	  
-‐	  Remove	  the	  plastic	  cover.	  
-‐	  With	  a	  screwdriver	  remove	  the	  leads	  and	  connect	  per	  the	  diagram.	  



NK	  Voltage	  Change	  

STEP	  6:	  
-‐Re-‐attach	  the	  pump	  casing	  
taking	  care	  not	  to	  pinch	  the	  
wires.	  

-‐	  Be	  sure	  the	  o-‐ring	  in	  seated	  
properly.	  

-‐Torque	  bolts	  to	  11ft	  lbs.	  

STEP	  5:	  
-‐	  On	  the	  left	  a	  110V	  connection.	  

-‐	  On	  the	  righ	  a	  220V	  connection.	  


